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(b) The capacities of the standard 
cranberry barrel and its subdivisions 
are as follows: 

Size Cubic 
inches Bushels 1 Quarts 1 

Cranberry barrel .............. 5,826 2.709 8645⁄64 
3⁄4 cranberry barrel .......... 4,369.5 2.032 651⁄64 
1⁄2 cranberry barrel .......... 2,913 1.355 4311⁄32 
1⁄3 cranberry barrel .......... 1,942 .903 2829⁄32 

1 Struck measure. 

(Sec. 1, 38 Stat. 1186; 15 U.S.C. 234) 

§ 241.2 Legal standard barrels. 
(a) Any barrel having the dimensions 

specified for a standard barrel for 
fruits, vegetables, and other dry com-
modities, other than cranberries, in 
section 1 of the standard-barrel law, or 
any barrel or a subdivision thereof hav-
ing the contents specified in section 1 
of the standard-barrel law and in 
§ 241.1(a) regardless of its form or di-
mensions, is a legal standard barrel for 
fruits, vegetables, or other dry com-
modities other than cranberries, or a 
legal subdivision thereof. No other bar-
rel or subdivision in barrel form is a 
legal container for fruits, vegetables, 
or other dry commodities other than 
cranberries. 

(b) Any barrel having the dimensions 
specified for a standard barrel for cran-
berries in section 1 of the standard-bar-
rel law, or any subdivision thereof hav-
ing the contents specified in § 241.1(b), 
regardless of its form or dimensions, is 
a legal standard barrel for cranberries 
or a legal subdivision thereof. No other 
barrel or subdivision in barrel form is a 
legal container for cranberries. 

(Sec. 1, 38 Stat. 1186; 15 U.S.C. 234) 

§ 241.3 Application of tolerance for 
‘‘distance between heads.’’ 

The tolerance established in this part 
for the dimension specified as ‘‘dis-
tance between heads’’ shall be applied 
as follows on the various types of bar-
rels in use: 

(a) When a barrel or subdivision 
thereof has two heads, the tolerance 
shall be applied to the distance be-
tween the inside surfaces of the heads 
and perpendicular to them. 

(b) When a barrel or subdivision 
thereof has but one head and a croze 
ring or other means for the insertion of 
a head, such as an inside hoop, etc., at 

the opposite end, the tolerance shall be 
applied to the distance from the inside 
surface of the bottom head and perpen-
dicular to it to the inside edge of the 
croze ring, or to a point where the in-
side surface of a head would come were 
such head inserted in the barrel. 

(c) When a barrel or subdivision 
thereof has but one head and no croze 
ring or other means for the insertion of 
a head, such as an inside hoop, etc., at 
the opposite end, the tolerance shall be 
applied to the distance from the inside 
surface of the bottom head and perpen-
dicular to it to a point 11⁄8 inches from 
the opposite end of the staves in the 
case of a barrel or a 3⁄4 barrel, and to a 
point 1 inch or 7⁄8 inch from the oppo-
site end of the staves in the case of the 
1⁄2 barrel and 1⁄3 barrel, respectively. 
When a barrel or subdivision thereof 
has been manufactured with but one 
head and no croze ring or other means 
for the insertion of a head at the oppo-
site end, and it is desired to insert a 
second head, the croze ring shall be so 
cut that the inside edge shall not be 
more than 11⁄8 inches from the end of 
the staves in the case of a barrel or 3⁄4 
barrel or not more than 1 inch or 7⁄8 
inch from the end of the staves in the 
case of the 1⁄2 barrel and 1⁄3 barrel, re-
spectively, or the other means shall be 
so adjusted that the inside surface of 
the head when inserted shall not ex-
ceed these distances from the end of 
the staves. 

§ 241.4 Application of tolerance for 
‘‘diameter of head.’’ 

(a) The tolerance established in this 
part for the dimension specified as 
‘‘diameter of head’’ shall be applied to 
the diameter of the head over all, in-
cluding the part which fits into the 
croze ring of the completed barrel. 

(b) The tolerance established in this 
part for the dimension specified as ‘‘ef-
fective diameter of head’’ shall be ap-
plied as follows on the various types of 
barrels and subdivisions in use; 

(1) When a barrel or subdivision 
thereof has two heads, the tolerance 
shall be applied to the mean of the av-
erage diameters from inside to inside 
of staves at the inner edges of the 
heads. 

(2) When a barrel or subdivision 
thereof has but one head and a croze 
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ring or other means for the insertion of 
a head at the opposite end, the toler-
ance shall be applied to the mean of 
the average diameters, one taken from 
inside to inside of staves at the inner 
edge of the head, the other from inside 
to inside of staves at the inner edge of 
the croze ring, or from inside to inside 
of staves at a point where the inside 
surface of a head would come were such 
head inserted in the barrel. 

(3) When a barrel or subdivision 
thereof has but one head and no croze 
ring or other means for the insertion of 
a head at the opposite end, the toler-
ance shall be applied to the mean of 
the average diameters, one taken from 
inside to inside of staves at the inner 
edge of the head, the other taken from 
inside to inside of staves at a point 11⁄8 
inches from the end of the staves in the 
case of a barrel or 3⁄4 barrel, or at a 
point 1 inch or 7⁄8 inch from the end of 
the staves in the case of a 1⁄2 barrel or 
1⁄3 barrel, respectively. 

(c) The standard allowance for depth 
of croze ring shall be 3⁄16 inch. There-
fore, the standard ‘‘effective diameter 
of head’’ in the case of the standard 
barrel is 163⁄4 inches and in the case of 
the standard cranberry barrel is 157⁄8 
inches. 

§ 241.5 Standard dimensions. 

Whenever in the rules and regula-
tions in this part the error on a dimen-
sion is mentioned, this error shall be 
determined by taking the difference be-
tween the actual measured dimension 
and the standard dimension. The error 
is an error in excess and is to be pre-
ceded by a plus sign when the measured 
dimension is greater than the standard 
dimension. The error is an error in de-
ficiency and is to be preceded by a 
minus sign when the measured dimen-
sion is less than the standard dimen-
sion. 

(a) The standard dimensions of a bar-
rel for fruits, vegetables, and other dry 
commodities other than cranberries, 
and of a barrel for cranberries, with 
which the actual measured dimensions 
are to be compared, are as follows: 

Dimensions 

Barrel for 
fruits, vegeta-

bles, and other 
dry commod-

ities other than 
cranberries 

(inches) 

Barrel 
for cran-
berries 
(inches) 

Diameter of head ......................... 171⁄8 161⁄4 
Effective diameter of head (see 

§ 241.4) .................................... 163⁄4 157⁄8 
Distance between heads ............. 26 251⁄4 
Circumference of bulge, outside 

measurement ........................... 64 581⁄2 
Length of stave ............................ 281⁄2 281⁄2 

(b) In the case of all subdivisions of 
the barrel for fruits, vegetables, and 
other dry commodities other than 
cranberries, and all subdivisions of the 
barrel for cranberries, the following di-
mensions are hereby standardized for 
the purpose of the application of toler-
ances, and the actual measured dimen-
sions are to be compared with these: 
SUBDIVISIONS OF BARREL FOR FRUITS, VEGETABLES, AND OTHER 

DRY COMMODITIES OTHER THAN CRANBERRIES 

Dimensions 
3⁄4 barrel 
(inches) 

1⁄2 barrel 
(inches) 

1⁄3 barrel 
(inches) 

Effective diameter of 
head (see § 241.4) ..... 151⁄4 133⁄8 115⁄8 

Distance between heads 231⁄2 201⁄2 18
Circumference of bulge, 

outside measurement 581⁄2 511⁄2 451⁄4 

SUBDIVISIONS OF BARREL FOR CRANBERRIES 

Effective diameter of 
head (see § 241.4) ..... 143⁄8 125⁄8 11

Distance between heads 23 20 171⁄2 
Circumference of bulge, 

outside measurement 533⁄8 47 413⁄8 

(Sec. 1, 38 Stat. 1186; 15 U.S.C. 234) 

§ 241.6 Classes of barrels for tolerance 
application. 

For the purpose of the application of 
tolerances, barrels for fruits, vegeta-
bles, and other dry commodities other 
than cranberries, are hereby divided 
into two classes as follows: 

(a) Class 1 shall include (1) all barrels 
no dimension of which is in error by 
more than the following amounts, and 
(2) all barrels one or more of the di-
mensions of which are in error by more 
than the following amounts, and which 
in addition have no dimension in error 
in the opposite direction: 

Error, 
inches 

Effective diameter of head .................................. 1⁄4 
Distance between heads ..................................... 1⁄4 
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